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SLATE
Polished, sandblasted 
and brushed finishes

INITIAL CLEANING

Once the material has been laid, it is important to clean correctly to eliminate all types of 
dirt from the site.

Product: DETERDEK PRO

Dilution: dilute 1 part of product in 5 parts of water (with normal dirt)

Coverage: according to the dilution (diluted 1:5: 1 liter every 30 m2)

Aplicación: Dilute the product in water at ratio 1:5. Apply to the floor and leave it to 
work for 5 minutes. Then rub the surface with a white scotch brite sponge or with 

a rotary machine. Collect the residues and rinse with water. Repeat if necessary.
Do not use on sensitive to acids materials.

PROTECTION

After a correct final cleaning of the work, it is recommended to adequately protect the material, choosing 

accordingly to the type of protection desired:

Water-repellent protection with a natural effect

Against humidity and damage from atmospheric agents (greenery, moss, mold, humidity, lichens, etc.).

It doesn't form surface film.

Ideal for: exterior floor; interior and exterior vertical surfaces;

Product: HYDROREP ECO

Coverage: 1 liter every 20 m2 approx.

Procedure: apply with a brush or other applicator evenly including the joints. Before 
drying the product, remove any surface residue of unabsorbed product with a soft 
cloth.

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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https://www.filasolutions.com/eng/products/full-range/cleaning-products/detergents/deterdek-pro-2?linea=professional
https://www.filasolutions.com/eng/products/full-range/protectors/water-repellent-protection/hydrorep-eco?linea=professional
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Antistains protection with natural effect

Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. It doesn't form surface film, it doesn't alter the 

appearance of the material.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, etc.).

Product: MP90 ECO XTREME

Coverage: 1 liter every 20 m2 approx.

Procedure: Apply on a clean and dry surface, wetting the material and grout lines 
completely using a brush or fleece pad. Before the product dries (roughly 10-15 
minutes), rub it using a microfibre cloth wetted with the product to favour its 
penetration. Dry the surface with a clean cloth. To speed up the process, it is 
possible to treat the surface with a single-disc floor scrubber.

Antistains protection with reviving effect
Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. Revives the original colour of the material.

It doesn't form surface film.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, 

etc.).atmosféricos;

Product: STONE PLUS

Coverage: 1 liter every 20 m2 approx.

Procedure: Apply on dry and clean material using a brush or other appropriate tool. 
During application, rub the surface with a cloth to aid the product’s penetration and 
remove any excess product completely. The surface can be walked on after 12 hours. 
To improve colour revival, apply several coats of the product with an interval of at 
least 8 hours in between.

Maintenance has the important purpose of removing dirt, removing stains that may have 
penetrated slightly, removing acid attacks, renewing the shine of the material, etc.
Proper maintenance guarantees a longer life for the material.

Ordinary cleaning:
It is recommended to use the neutral detergent with high cleaning power CLEANER PRO every 
time the floor is scrubbed, guaranteeing fast and effective cleaning, while respecting the 
treatment.

Remove dirt and stains:
Intensive organic dirt: PS87 PRO removes heavily embedded superficial organic dirt
Verdigris (moss, mold, lichens): ALGACID
Localized grease and oil stains: NO SPOT, specific spray stain remover. 

Color stains: SR95 removes color stains such as coffee, indelible marker, etc. 

Rust stains: NO RUST removes surface rust stains.

Silicone remains: ZERO SIL removes silicone residues and rings.

Consult the "What to do if" section on our website www.filasolutions.com for any other situation

MANTEINANCE

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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SLATE
Polished, sandblasted 
and brushed finishes

https://www.filasolutions.com/eng/products/full-range/protectors/stain-protectors/mp90-eco-xtreme?linea=professional
https://www.filasolutions.com/eng/products/full-range/protectors/colour-enhancing-stain-protectors/filastoneplus?linea=professional
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GRANITE AND QUARTZITE
Polished and honed finishes

INITIAL CLEANING

Once the material has been laid, it is important to clean correctly to eliminate all types of 

dirt from the site.

Product: CLEANER PRO

Dilution: dilute 1 part of product in 30 parts of water (with normal dirt)

Coverage: according to dilution (diluted 1:30: 1 liter every 30 m2 approx.)

Procedure: Dilute the product in water at ratio 1:30. Apply to the floor and leave it to 
work for 5 minutes. Then rub the surface with a white scotch brite sponge or with a 
rotary machine. Collect the residues and rinse with water. Repeat if necessary.

PROTECTION

Antistains Protection with natural effect

Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. It doesn't form surface film, it doesn't alter the 

appearance of the material.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, etc.).

Product: MP90 ECO XTREME

Coverage: 1 liter every 30 m2 approx.

Procedure: Apply on a clean and dry surface, wetting the material and grout lines 
completely using a brush or fleece pad. Before the product dries (roughly 10-15 
minutes), rub it using a microfibre cloth wetted with the product to favour its 
penetration. Dry the surface with a clean cloth. To speed up the process, it is 
possible to treat the surface with a single-disc floor scrubber.

MANTEINANCE

Maintenance has the important purpose of removing dirt, removing stains that may have 
penetrated slightly, removing acid attacks, renewing the shine of the material, etc.
Proper maintenance guarantees a longer life for the material.

Ordinary cleaning:
It is recommended to use the neutral detergent with high cleaning power CLEANER PRO every 
time the floor is scrubbed, guaranteeing fast and effective cleaning, while respecting the 
treatment.

Remove dirt and stains:
Intensive organic dirt: PS87 PRO removes heavily embedded superficial organic dirt
Verdigris (moss, mold, lichens): ALGACID .
Color stains: SR95 removes color stains such as coffee, indelible marker, etc.
Rust stains: NO RUST removes surface rust stains.
Silicone remains: ZERO SILremoves silicone residues and rings.

Consult the "What to do if" section on our website www.filasolutions.com for any other situation
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INITIAL CLEANING

Once the material has been laid, it is important to clean correctly to eliminate all types of 
dirt from the site.

Product: DETERDEK PRO

Dilution: dilute 1 part of product in 5 parts of water (with normal dirt)

Coverage: according to the dilution (diluted 1:5: 1 liter every 30 m2)

Aplicación: Dilute the product in water at ratio 1:5. Apply to the floor and leave it to 
work for 5 minutes. Then rub the surface with a white scotch brite sponge or with 

a rotary machine. Collect the residues and rinse with water. Repeat if necessary.
Do not use on sensitive to acids materials.

PROTECTION

After a correct final cleaning of the work, it is recommended to adequately protect the material, choosing 

accordingly to the type of protection desired:

Water-repellent protection with a natural effect

Against humidity and damage from atmospheric agents (greenery, moss, mold, humidity, lichens, etc.).

It doesn't form surface film.

Ideal for: exterior floor; interior and exterior vertical surfaces;

Product: HYDROREP ECO

Coverage: 1 liter every 10 m2 approx.

Procedure: apply with a brush or other applicator evenly including the joints. Before 
the product dries, remove any surface residue of unabsorbed product with a soft 
cloth.

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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Antistains protection with natural effect

Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. It doesn't form surface film, it doesn't alter the 

appearance of the material.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, etc.).

Product: MP90 ECO XTREME

Coverage: 1 liter every 10-15 m2 approx.

Procedure: Apply on a clean and dry surface, wetting the material and grout 
lines completely using a brush or fleece pad. Before the product dries (roughly 
10-15 minutes), rub it using a microfibre cloth wetted with the product to favour 
its penetration. Dry the surface with a clean cloth. To speed up the process, it is 
possible to treat the surface with a single-disc floor scrubber.

Antistains protection with reviving effect
Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. Revives the original colour of the material. It doesn't 

form surface film.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, 

etc.).atmosféricos;

Product: STONE PLUS

Coverage: 1 liter every 15 m2 approx.

Procedure: Apply on dry and clean material using a brush or other appropriate tool. 
During application, rub the surface with a cloth to aid the product’s penetration and 
remove any excess product completely. The surface can be walked on after 12 
hours. To improve colour revival, apply several coats of the product with an interval 
of at least 8 hours in between.

Maintenance has the important purpose of removing dirt, removing stains that may have 
penetrated slightly, removing acid attacks, renewing the shine of the material, etc.
Proper maintenance guarantees a longer life for the material.

Ordinary cleaning:
It is recommended to use the neutral detergent with high cleaning power CLEANER PRO every 
time the floor is scrubbed, guaranteeing fast and effective cleaning, while respecting the 
treatment.

Remove dirt and stains:
Intensive organic dirt: PS87 PRO removes heavily embedded superficial organic dirt
Verdigris (moss, mold, lichens): ALGACID
Localized grease and oil stains: NO SPOT, specific spray stain remover. 

Color stains: SR95 removes color stains such as coffee, indelible marker, etc. 

Rust stains: NO RUST removes surface rust stains.

Silicone remains: ZERO SIL removes silicone residues and rings.

Consult the "What to do if" section on our website www.filasolutions.com for any other situation

MANTEINANCE

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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GRANITE AND QUARTZITE
Sandblasted and brushed finishes

https://www.filasolutions.com/eng/products/full-range/protectors/stain-protectors/mp90-eco-xtreme?linea=professional
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MARBLE AND TRAVERTINE
Polished and honed finishes

PROTECTION

With a clean and dry surface, it is recommended to adequately protect the material,
choosing accordingly to the type of protection and the desired appearance:

Antistains protection with natural effect

Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. It doesn't form surface film.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, etc.).

Product: MP90 ECO XTREME

Coverage: 1 liter every 30 m2 approx.

Procedure: Apply on a clean and dry surface, wetting the material and grout lines 
completely using a brush or fleece pad. Before the product dries (roughly

10-15 minutes), rub it using a microfibre cloth wetted with the product to favour its 
penetration. Dry the surface with a clean cloth. To speed up the process, it is 
possible to treat the surface with a single-disc floor scrubber

INITIAL CLEANING

Once the material has been laid, it is important to clean correctly to eliminate all types of 

dirt from the site.

Product: CLEANER PRO

Dilution: dilute 1 part of product in 30 parts of water (with normal dirt)

Coverage: according to dilution (diluted 1:30: 1 liter every 30 m2 approx.)

Procedure: Dilute the product in water at ratio 1:30. Apply to the floor and leave it 
to work for 5 minutes. Then rub the surface with a white scotch brite sponge 
or with a rotary machine. Collect the residues and rinse with water. Repeat 
if necessary.

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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Antistains protection with reviving effect
Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. Revives the original colour of the material.

It doesn't form surface film.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, 

etc.).atmosféricos;

Product: STONE PLUS

Coverage: 1 liter every 30 m2 approx.

Procedure: Apply on dry and clean material using a brush or other appropriate 
tool.During application, rub the surface with a cloth to aid the product’s penetration 
and remove any excess product completely. The surface can be walked on after 12 
hours. To improve colour revival, apply several coats of the product with an interval 
of at least 8 hours in between.

Maintenance has the important purpose of removing dirt, removing stains that may have 
penetrated slightly, removing acid attacks, renewing the shine of the material, etc.
Proper maintenance guarantees a longer life for the material.

Ordinary cleaning:
It is recommended to use the neutral detergent with high cleaning power CLEANER PRO every 

time the floor is scrubbed, guaranteeing fast and effective cleaning, while respecting the 

treatment.

Renew the degree of gloss in interior flooring:
To renew the existing degree of shine, use the specific natural wax for polished and honed 

stones CLASSIC diluted in water. Polish with a soft cloth after a few hours.

Remove stains or acid attacks:
Color stains: SR95 removes color stains such as coffee, indelible marker, etc.
Rust stains: NO RUST removes surface rust stains.
Silicone remains: ZERO SIL removes silicone residues and edges, glue, adhesives, etc. 
Acid attacks: MARBLE RESTORER, the ideal kit for restoring attacks by acid substances 
(opaque stains caused by glue, lemon, wine, etc.)
Consult the "What to do if" section on our website www.filasolutions.com for any other 
situation

SR95FMARBLE RESTORER

MANTEINANCE

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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After a correct final cleaning of the work, it is recommended to adequately protect the material,
choosing accordingly to the type of protection desired:

Water-repellent protection with a natural effect

Against humidity and damage from atmospheric agents (greenery, moss, mold, humidity, lichens, 

etc.). It doesn't form surface film.

Ideal for: exterior floor; interior and exterior vertical surfaces;

Product: HYDROREP ECO

Coverage: 1 liter every 10 m2 approx.

Procedure: apply with a brush or other applicator evenly including the joints. Before 
the product dries, remove any surface residue of unabsorbed product with a soft 
cloth.

Once the material has been laid, it is important to clean correctly to eliminate all types of 

dirt from the site.

Product: CLEANER PRO

Dilution: dilute 1 part of product in 30 parts of water (with normal dirt)

Coverage: according to dilution (diluted 1:30: 1 liter every 30 m2 approx.)

Procedure: Dilute the product in water at ratio 1:30. Apply to the floor and leave it to 
work for 5 minutes. Then rub the surface with a white scotch brite sponge or with 
a rotary machine. Collect the residues and rinse with water. Repeat if necessary.

In the case of heavily work remains: use DETERDEK PRO, a buffered acidic cleaner

Product: DETERDEK PRO

Dilution: dilute 1 part of product in 5 parts of water (with normal dirt)

Coverage: according to the dilution (diluted 1:5: 1 liter every 30 m2)

Aplicación: Dilute the product in water at ratio 1:5. Apply to the floor and leave it to 
work for 5 minutes. Ther rub the surface with a white scotch brite sponge or with a 
rotary machine. Collect the residues and rinse with water. Repeat if necessary.
Do not use on sensitive to acids materials.

INITIAL CLEANING

PROTECTION

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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Antistains Protection with natural effect

Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. It doesn't form surface film, it doesn't alter the 

appearance of the material.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, etc.).

Product: MP90 ECO XTREME

Coverage: 1 liter every 30 m2 approx.

Procedure: Apply on a clean and dry surface, wetting the material and grout lines 
completely using a brush or fleece pad. Before the product dries (roughly 10-15 
minutes), rub it using a microfibre cloth wetted with the product to favour its 
penetration. Dry the surface with a clean cloth. To speed up the process, it is 
possible to treat the surface with a single-disc floor scrubber.

Antistains protection with reviving effect
Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. Revives the original colour of the material. It doesn't 

form surface film.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, 

etc.).atmosféricos;

Product: STONE PLUS

Coverage: 1 liter every 30 m2 approx.

Procedure:  Apply on dry and clean material using a brush or other appropriate 
tool. During application, rub the surface with a cloth to aid the product’s 
penetration and remove any excess product completely. The surface can be walked 
on after 12 hours. To improve colour revival, apply several coats of the product with 
an interval of at least 8 hours in between.

Maintenance has the important purpose of removing dirt, removing stains that may have penetrated 
slightly, removing acid attacks, renewing the shine of the material, etc.
Proper maintenance guarantees a longer life for the material.

Ordinary cleaning:
It is recommended to use the neutral detergent with high cleaning power CLEANER PRO every time 
the floor is scrubbed, guaranteeing fast and effective cleaning, while respecting the treatment.

Removedirtandstains:
Intensive organic dirt: PS87PRO removes heavily embedded superficial organic dirt
Verdigris (moss, mold, lichens): ALGACID
Localized grease and oil stains: NOSPOT, specific spray stain remover. 

Color stains: SR95 removes color stains such as coffee, indelible marker, etc. 

Rust stains: NORUST removes surface rust stains.

Silicone remains: ZEROSIL removes silicone residues and ridge.

Consult the "What to do if" section on our website www.filasolutions.com for any other situation

MANTEINANCE

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com 11
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LIMESTONE
Polished and honed finishes

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com

After a correct final cleaning of the work, it is recommended to adequately protect the material,
choosing accordingly to the type of protection desired:

Water-repellent protection with a natural effect

Against humidity and damage from atmospheric agents (greenery, moss, mold, humidity, lichens, 

etc.). It doesn't form surface film.

Ideal for: exterior floor; interior and exterior vertical surfaces;

Product: HYDROREP ECO

Coverage: 1 liter every 10-15 m2 approx.

Procedure: apply with a brush or other applicator evenly including the joints. Before 
the product dries, remove any surface residue of unabsorbed product with a soft 
cloth.

INITIAL CLEANING

Once the material has been laid, it is important to clean correctly to eliminate all types of 

dirt from the site.

Product: CLEANER PRO

Dilution: dilute 1 part of product in 30 parts of water (with normal dirt)

Coverage: according to dilution (diluted 1:30: 1 liter every 30 m2 approx.)

Procedure: Dilute the product in water at ratio 1:30. Apply to the floor and leave it to 
work for 5 minutes. Then rub the surface with a white scotch brite sponge or with a rotary 
machine. Collect the residues and rinse with water. Repeat if necessary.

PROTECTION
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LIMESTONE
Polished and honed finishes

Maintenance has the important purpose of removing dirt, removing stains that may have 
penetrated slightly, removing acid attacks, renewing the shine of the material, etc.
Proper maintenance guarantees a longer life for the material.

Ordinary cleaning:
It is recommended to use the neutral detergent with high cleaning power CLEANER PRO every 
time the floor is scrubbed, guaranteeing fast and effective cleaning, while respecting the 
treatment.

Remove dirt and stains:
Intensive organic dirt: PS87 PRO removes heavily embedded superficial organic dirt
Verdigris (moss, mold, lichens): ALGACID
Localized grease and oil stains: NO SPOT, specific spray stain remover. 

Color stains: SR95 removes color stains such as coffee, indelible marker, etc. 

Rust stains: NO RUST removes surface rust stains.

Silicone remains: ZERO SIL removes silicone residues and rings.
Acid attacks: MARBLE RESTORER, kit for the restoration of attacks by acid substances

Consult the "What to do if" section on our website www.filasolutions.com for any other situation

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and absorption 
of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, available on the 
website www.filasolutions.com

Antistains Protection with natural effect

Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. It doesn't form surface film, it doesn't alter the 

appearance of the material.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, etc.).

Product: MP90 ECO XTREME

Coverage: 1 liter every 10-15 m2 approx.

Procedure: Apply on a clean and dry surface, wetting the material and grout 
lines completely using a brush or fleece pad. Before the product dries (roughly 
10-15 minutes), rub it using a microfibre cloth wetted with the product to 
favour its penetration. Dry the surface with a clean cloth. To speed up the 
process, it is possible to treat the surface with a single-disc floor scrubber.

MANTEINANCE
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After a correct final cleaning of the work, it is recommended to adequately protect the material, choosing 

accordingly to the type of protection desired:

Water-repellent protection with a natural effect

Against humidity and damage from atmospheric agents (greenery, moss, mold, humidity, lichens, etc.).

It doesn't form surface film.

Ideal for: exterior floor; interior and exterior vertical surfaces;

Product: HYDROREP ECO

Coverage: 1 liter every 10-15 m2 approx.

Procedure: apply with a brush or other applicator evenly including the joints. Before 
the product dries , remove any surface residue of unabsorbed product with a soft 
cloth.

INITIAL CLEANING

Once the material has been laid, it is important to clean correctly to eliminate all types of 

dirt from the site.

Product: CLEANER PRO

Dilution: dilute 1 part of product in 30 parts of water (with normal dirt)

Coverage: according to dilution (diluted 1:30: 1 liter every 30 m2 approx.)

Procedure: Dilute the product in water at ratio 1:30. Apply to the floor and leave it to 
work for 5 minutes. Then rub the surface with a white scotch brite sponge or with 
a rotary machine. Collect the residues and rinse with water. Repeat if necessary.

In the case of heavily encrusted work remains: use DETERDEK PRO, a buffered acidic cleaner

Product: DETERDEK PRO

Dilution: dilute 1 part of product in 5 parts of water (with normal dirt)

Coverage: according to the dilution (diluted 1:5: 1 liter every 30 m2)

Aplicación: Dilute the product in water at ratio 1:5. Apply to the floor and leave it to 
work for 5 minutes. Then rub the surface with a white scotch brite sponge or with 

a rotary machine. Collect the residues and rinse with water. Repeat if necessary.
Do not use on sensitive to acids materials.

PROTECTION

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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Sandblasted and brushed finishes

https://www.filasolutions.com/eng/products/full-range/protectors/water-repellent-protection/hydrorep-eco?linea=professional
https://www.filasolutions.com/eng/products/full-range/cleaning-products/detergents/cleaner-pro?linea=professional
https://www.filasolutions.com/eng/products/full-range/cleaning-products/detergents/deterdek-pro-2?linea=professional
http://www.filasolutions.com/


DESPUESANTES

Antistains protection with natural effect

Against the deep penetration of organic stains and against humidity and atmospheric agents; 

facilitates the maintenance of the material. It doesn't form surface film, it doesn't alter the 

appearance of the material.

Ideal for: interior and exterior flooring, wall coverings and elements (countertops, tables, etc.).

Product: MP90 ECO XTREME

Coverage: 1 liter every 10-15 m2 approx.

Procedure: Apply on a clean and dry surface, wetting the material and grout 
lines completely using a brush or fleece pad. Before the product dries (roughly 
10-15 minutes), rub it using a microfibre cloth wetted with the product to favour 
its penetration. Dry the surface with a clean cloth. To speed up the process, it is 
possible to treat the surface with a single-disc floor scrubber.

Maintenance has the important purpose of removing dirt, removing stains that may have 
penetrated slightly, removing acid attacks, renewing the shine of the material, etc.
Proper maintenance guarantees a longer life for the material.

Ordinary cleaning:
It is recommended to use the neutral detergent with high cleaning power CLEANER PRO every 
time the floor is scrubbed, guaranteeing fast and effective cleaning, while respecting the 
treatment.

Remove dirt and stains:
Intensive organic dirt: PS87 PRO removes heavily embedded superficial organic dirt
Verdigris (moss, mold, lichens): ALGACID
Localized grease and oil stains: NO SPOT, specific spray stain remover. 

Color stains: SR95 removes color stains such as coffee, indelible marker, etc. 

Rust stains: NO RUST removes surface rust stains.

Silicone remains: ZERO SILremoves silicone residues and rings.

Consult the "What to do if" section on our website www.filasolutions.com for any other situation

MANTEINANCE

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com
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https://www.filasolutions.com/eng/products/full-range/protectors/stain-protectors/mp90-eco-xtreme?linea=professional
https://www.filasolutions.com/eng/solutions/what-to-do-if
http://www.filasolutions.com/
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TECHNICAL SPECIFICATIONS

CLEANERS

DETERDEK PRO

CLEANER PRO

PS87 PRO

Buffered acid detergent (pH: 0.8; density: 1.08 kg/ l)  formulated with sulphamic acid and 

non-ionic surfactants below 5%; does not contain phosphates; contains ingredients that 

are biodegradable by up to 98%; acts by removing conventionaland admixed concrete 

grouting residues. It does not ruin profiles or items made of aluminium and metal.

Suitable for horizontal or vertical surfaces, both indoors and outdoors. Suitable for 

materials resistant to or compatible with acids.

Concentrated neutral detergent (pH 7.2, 10% solution in water; density: 1,005 kg/L),

1.005 kg/l); contains: anionic surfactants below 5%, non-nonionic surfactants between 5% 

and 15%, perfumes, lemarome, limonene, preservatives. Suitable for horizontal or vertical 

surfaces, both indoors and outdoors. For all types of surfaces. Does not leave residues. 

Compatible with the HACCP protocol.

Concentrated alkaline detergent (pH: 12.7; density: 1.010 kg/l), contains soap under 15%, 

for cleaning. Compatible with the HACCP protocol. Suitable for horizontal or vertical 

surfaces, both indoors and outdoors. For materials that are resistant to or compatible 

with alkaline detergents.

PROTECTORS

MP90 ECO XTREME

HYDROREP ECO A water-repellent protective agent free of hydrocarbon solvents, made up of a mixture 

of siloxane emulsions suspended in water (density: 0.992 kg/l, pH: 7) suitable for 

unpolished natural stone, marble, granite and agglomerates, plaster, tufa, concrete, 

terracotta, exposed brick walls and quarry tiles. For floor and wall applications, both 

indoors and outdoors. It does not form a surface film, resists UV radiation, does not 

yellow (as per the ASTM G154 standard), is breathable (as per the EN ISO 7783-2 

standard), does not alter the material’s degree of gloss (as per the ASTM D523-08 

standard), exerts an anti-efflorescence action and forms an anti-fouling barrier certified 

by tests conducted according to the UNI EN ISO 846:1999 method.

A protective agent with extreme water- and oilrepellent action free of hydrocarbon 

solvents and ecocompatible, made up of organic resins in aqueous suspension 

(density: 1.011 kg/l; pH: 9.9; flash point > 93°C) for absorbent surfaces with polished and 

unpolished finish made of natural stone, marble, granite and agglomerates, concrete 

tiles, terracotta. Suitable for horizontal or vertical surfaces, both indoors and outdoors. 

It does not form a surface film, resists UV radiation (lamp as per the ASTM G1545 

standard), does not yellow, ensures lasting protection over time (as per the ASTM G154 

standard), is breathable (internal method based on the EN ISO 7783/2 standard), does 

not substantially alter the material’s skid resistance nor its degree of gloss (as per the 

ASTM D523-08 standard), and can be applied in situations of residual humidity; 

approved standard levels:

Protective agent with matt  reviving effect containing silicone compounds suspended in 

de-aromatised hydrocarbon solvent (density: 0.874 kg/l), does not form a surface film, 

exerts a reviving and tone-enhancing action on stone, marble and granite surfaces with 

a polished or dull finish. Suitable for horizontal or vertical surfaces, both indoors and 

outdoors. It does not form a surface film, resists UV radiation, does not yellow and 

ensures lasting protection over time (as per the ASTM G154 standard), is breathable 

(as per the EN ISO 7783-2 standard), does not alter the material’s degree of gloss (as 

per the ASTM D523-08 standard) and is suitable for contact with foodstuffs.

Manufactured by an ISO 9001- and ISO 14001-certified company.

STONE PLUS

The specifications and performance are indicative: we are available to study the treatment and performance that is most in line with the characteristics and 
absorption of the different materials. Before using the products, always consult the application instructions indicated in the technical data sheet of each product, 
available on the website www.filasolutions.com

16

https://www.filasolutions.com/eng/products/full-range/cleaning-products/detergents/deterdek-pro-2?linea=professional
https://www.filasolutions.com/eng/products/full-range/cleaning-products/detergents/cleaner-pro?linea=professional
https://www.filasolutions.com/eng/products/full-range/cleaning-products/detergents/ps87-pro?linea=professional
https://www.filasolutions.com/eng/products/full-range/protectors/stain-protectors/mp90-eco-xtreme?linea=professional
https://www.filasolutions.com/eng/products/full-range/protectors/water-repellent-protection/hydrorep-eco?linea=professional
https://www.filasolutions.com/eng/products/full-range/protectors/colour-enhancing-stain-protectors/filastoneplus?linea=professional
http://www.filasolutions.com/


NOTES
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